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Alloy Steel Pipe Electric-Fusion-Weld-
ed for High- Pressure Service at High
Temperatures’ (A 691-93).

[Amdt. 195-22, 46 FR 38360, July 27, 1981; 47
FR 32721, July 29, 1982, as amended by Amdt.
195-32, 49 FR 36860, Sept. 20, 1984; 58 FR 14523,
Mar. 18, 1993; Amdt. 195-52, 59 FR 33396, June
28, 1994; Amdt. 195-56, 61 FR 26123, May 24,
1996; 61 FR 36826, July 15, 1996]

§195.4 Compatibility necessary for
transportation of hazardous liquids
or carbon dioxide.

No person may transport any hazard-
ous liquid or carbon dioxide unless the
hazardous liquid or carbon dioxide is
chemically compatible with both the
pipeline, including all components, and
any other commodity that it may come
into contact with while in the pipeline.

[Amdt. 195-45, 56 FR 26925, June 12, 1991]

§195.5 Conversion to service subject
to this part.

(a) A steel pipeline previously used in
service not subject to this part quali-
fies for use under this part if the opera-
tor prepares and follows a written pro-
cedure to accomplish the following:

(1) The design, construction, oper-
ation, and maintenance history of the
pipeline must be reviewed and, where
sufficient historical records are not
available, appropriate tests must be
performed to determine if the pipeline
is in satisfactory condition for safe op-
eration. If one or more of the variables
necessary to verify the design pressure
under §195.106 or to perform the testing
under paragraph (a)(4) of this section is
unknown, the design pressure may be
verified and the maximum operating
pressure determined by—

(i) Testing the pipeline in accordance
with ASME B31.8, Appendix N, to
produce a stress equal to the yield
strength; and

(if) Applying, to not more than 80
percent of the first pressure that pro-
duces a yielding, the design factor F in
§195.106(a) and the appropriate factors
in §195.106(e).

(2) The pipeline right-of-way, all
aboveground segments of the pipeline,
and appropriately selected under-
ground segments must be visually in-
spected for physical defects and operat-
ing conditions which reasonably could
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be expected to impair the strength or
tightness of the pipeline.

(3) All known unsafe defects and con-
ditions must be corrected in accord-
ance with this part.

(4) The pipeline must be tested in ac-
cordance with subpart E of this part to
substantiate the maximum operating
pressure permitted by §195.406.

(b) A pipeline which qualifies for use
under this section need not comply
with the corrosion control require-
ments of this part until 12 months
after it is placed in service, notwith-
standing any earlier deadlines for com-
pliance. In addition to the require-
ments of subpart F of this part, the
corrosion control requirements of sub-
part D apply to each pipeline which
substantially meets those require-
ments before it is placed in service or
which is a segment that is replaced, re-
located, or substantially altered.

(c) Each operator must keep for the
life of the pipeline a record of the in-
vestigations, tests, repairs, replace-
ments, and alterations made under the
requirements of paragraph (a) of this
section.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-52, 59 FR 33396, June
28, 1994]

§195.8 Transportation of hazardous
liquid or carbon dioxide in pipe-
lines constructed with other than
steel pipe.

No person may transport any hazard-
ous liquid or carbon dioxide through a
pipe that is constructed after October
1, 1970, for hazardous liquids or after
July 12, 1991 for carbon dioxide of ma-
terial other than steel unless the per-
son has notified the Administrator in
writing at least 90 days before the
transportation is to begin. The notice
must state whether carbon dioxide or a
hazardous liquid is to be transported
and the chemical name, common name,
properties and characteristics of the
hazardous liquid to be transported and
the material used in construction of
the pipeline. If the Administrator de-
termines that the transportation of the
hazardous liquid or carbon dioxide in
the manner proposed would be unduly
hazardous, he will, within 90 days after
receipt of the notice, order the person
that gave the notice, in writing, not to
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transport the hazardous liquid or car-
bon dioxide in the proposed manner
until further notice.

[Amdt. 195-45, 56 FR 26925, June 12, 1991, as
amended by Amdt. 195-50, 59 FR 17281, Apr.
12, 1994]

§195.10 Responsibility of operator for
compliance with this part.

An operator may make arrangements
with another person for the perform-
ance of any action required by this
part. However, the operator is not
thereby relieved from the responsibil-
ity for compliance with any require-
ment of this part.

Subpart B—Reporting Accidents
and Safety-Related Conditions

§195.50 Reporting accidents.

An accident report is required for
each failure in a pipeline system sub-
ject to this part in which there is a re-
lease of the hazardous liquid or carbon
dioxide transported resulting in any of
the following:

(a) Explosion or fire not
tionally set by the operator.

(b) Loss of 50 or more barrels of haz-
ardous liquid or carbon dioxide.

(c) Escape to the atmosphere of more
than five barrels a day of highly vola-
tile liquids.

(d) Death of any person.

(e) Bodily harm to any person result-
ing in one or more of the following:

(1) Loss of consciousness.

(2) Necessity to carry the person
from the scene.

(3) Necessity for medical treatment.

(4) Disability which prevents the dis-
charge of normal duties or the pursuit
of normal activities beyond the day of
the accident.

(f) Estimated property damage, in-
cluding cost of clean-up and recovery,
value of lost product, and damage to
the property of the operator or others,
or both, exceeding $50,000.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-39, 53 FR 24950, July 1,
1988; Amdt. 195-45, 56 FR 26925, June 12, 1991;
Amdt. 195-52, 59 FR 33396, June 28, 1994]

inten-

§195.52 Telephonic notice of certain
accidents.

(a) At the earliest practicable mo-
ment following discovery of a release

§195.54

of the hazardous liquid or carbon diox-
ide transported resulting in an event
described in §195.50, the operator of the
system shall give notice, in accordance
with paragraph (b) of this section, of
any failure that:

(1) Caused a death or a personal in-
jury requiring hospitalization;

(2) Resulted in either a fire or explo-
sion not intentionally set by the opera-
tor;

(3) Caused estimated property dam-
age, including cost of cleanup and re-
covery, value of lost product, and dam-
age to the property of the operator or
others, or both, exceeding $50,000;

(4) Resulted in pollution of any
stream, river, lake, reservoir, or other
similar body of water that violated ap-
plicable water quality standards,
caused a discoloration of the surface of
the water or adjoining shoreline, or de-
posited a sludge or emulsion beneath
the surface of the water or upon adjoin-
ing shorelines; or

(5) In the judgment of the operator
was significant even though it did not
meet the criteria of any other para-
graph of this section.

(b) Reports made under paragraph (a)
of this section are made by telephone
to 800-424-8802 (in Washington, DC 267-
2675) and must include the following in-
formation:

(1) Name and address of the operator.

(2) Name and telephone number of
the reporter.

(3) The location of the failure.

(4) The time of the failure.

(5) The fatalities and personal inju-
ries, if any.

(6) All other significant facts known
by the operator that are relevant to
the cause of the failure or extent of the
damages.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-23, 47 FR 32720, July
29, 1982; Amdt. 195-44, 54 FR 40878, Oct. 4,
1989; Amdt. 195-45, 56 FR 26925, June 12, 1991;
Amdt. 195-52, 59 FR 33396, June 28, 1994]

§195.54 Accident reports.

(a) Each operator that experiences an
accident that is required to be reported
under §195.50 shall as soon as prac-
ticable, but not later than 30 days after
discovery of the accident, prepare and
file an accident report on DOT Form
7000-1, or a facsimile.
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